
NEW BUFFALO TRIDENT   

Standard CO2 Evaporators 
GASC and GACC, Low Temperature and Medium Temperature. 

 

 



Buffalo Trident CO2 Evaporators are equipped with a staggered tube system, internally grooved tubes 

and specially pressed fins. Op�mised fin systems and adapted pipe circui�ng offer safe opera�on and 

high efficiency. 

Features 

 Compact design 

 80 bar design for CO2 

 Available range from Capacity 1.2kW to 42kW 

 Op�mised casing dimensions for transport and 

storage 

 Easy to Install 

 Electric defrost, factory fi�ed or as a hea�ng 

set for installa�on by customer 

 Eurovent Cer�fied 

 Surface Corrugated Aluminium Fins for high 

heat transfer. 

 Factory Pre Wired to Junc�on Box. 

HACCP Hygiene Cer�ficate 

 Easy Access to all components 

 Easy to Clean 

 Heat exchanger can be cleaned from 3 sides 

 Hinged inner and outer trays 

 Outer Tray is thermally decoupled to prevent 

water condensa�on 

Casing 

 Corrosion –resistant aluminium alloy 

AIMg 

 Powder coa�ng in RAL9003 

 Stainless steel ceiling moun�ng brackets 

 Side Cover with Hinges and quick release 

fastener. 

 Schrader Valve on Outlet 

Op�ons / Accessories 

 Epoxy resin coated fins 

 Electric defrost heater for coils and trays 

 EC fans 

 AC Fans 

 Hea�ng kit for retrofi�ng 

 Double Insulated Tray 

 Core Tubes from Stainless Steel 

 Factory Fi�ed Thermosta�c Expansion Valve 

 Güntner Factory Air Streamers 

 Defrost Flap for Quick, Efficient Defros�ng 

 Air Sock Connec�on 

 Fan Casing for 45o and 90o Downblow 

 Legs 

 Swiveling Fans 



Explana�on of BITZER Stock Code Numbering System — GASC CO2 units 

GASCCX 010   LEC  S0  

Evaporator model series—CX CO2 series 

                                          GASCCX  010    LEC    S0 

                                                  Performance kW (1.0 kW) 

                                                                                          GASCCX 010     LEC     S0 

                                                                                                        Low (L) or Medium (M) Temperature AC or EC fans 

                                                                                                                                       GASCCX 010 LEC     S0 

                                                                                                       Electronic TXV (E) Standard (S) Air Defrost (0) or Electric Defrost (1) 

Performance Data—Low Temperature 

GASC—Pre Wired AC Fans— Air Defrost 

GASC—Pre Wired AC Fans— Electric Defrost 

GASC—Pre Wired EC Fans— Air Defrost 

GASC—Pre Wired EC Fans— Electric Defrost 

Condi�ons: Evap temp: -24oC, Air Temp: -18oC, Cond Temp: 2oC, SC: 1K, SH: 5K, 80 bar ra�ng 
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Bitzer Stock Code Refrigerant Product Descrip�on UI Number Capacity (kW) KTD Motor Type 
Defrost 

Type 

GASCCX012LACS0 CO2 GASC CX 031.1_1-60.A 2122812E 1.26 6 AC Air 

GASCCX014LACS0 CO2 GASC CX 031.1_1-40.A 1821148E 1.47 6 AC Air 

GASCCX020LACS0 CO2 GASC CX 031.1_1-60.A 2122831E 2.00 6 AC Air 

GASCCX043LACS0 CO2 GASC CX 031.1_2-40.A 1821126E 4.30 6 AC Air 

GASCCX065LACS0 CO2 GASC CX 031.1_3-40.A 1821145E 6.50 6 AC Air 

Bitzer Stock Code Refrigerant Product Descrip�on UI Number Capacity (kW) KTD Motor Type 
Defrost 

Type 

GASCCX012LACS1 CO2 GASC CX 031.1_1-60.E 2122858E 1.26 6 AC Electric 

GASCCX014LACS1 CO2 GASC CX 031.1_1-40.E 1846234E 1.47 6 AC Electric 

GASCCX020LACS1 CO2 GASC CX 031.1_1-60.E 2122815E 2.00 6 AC Electric 

GASCCX043LACS1 CO2 GASC CX 013.1_2-40.E 1846227E 4.30 6 AC Electric 

GASCCX065LACS1 CO2 GASC CX 031.1_3-40.E 1846218E 6.50 6 AC Electric 

Bitzer Stock Code Refrigerant Product Descrip�on UI Number Capacity (kW) KTD Motor Type 
Defrost 

Type 

GASCCX013LECS0 CO2 GASC CX 031.1_1-60.A 2122860E 1.34 6 EC Air 

GASCCX015LECS0 CO2 GASC CX 031.1_1-60.A 2122852E 1.56 6 EC Air 

GASCCX021LECS0 CO2 GASC CX 031.1_1-40.A 1823702E 2.10 6 EC Air 

GASCCX043LECS0 CO2 GASC CX 031.1_2-40.A 1823719E 4.30 6 EC Air 

GASCCX064LECS0 CO2 GASC CX 031.1_3-40.A 1823688E 6.40 6 EC Air 

Bitzer Stock Code Refrigerant Product Descrip�on UI Number Capacity (kW) KTD Motor Type 
Defrost 

Type 

GASCCX013LECS1 CO2 GASC CX 031.1_1-60.E 2122865E 1.34 6 EC Electric 

GASCCX015LECS1 CO2 GASC CX 031.1_1-60.E 2122814E 1.56 6 EC Electric 

GASCCX021LECS1 CO2 GASC CX 031.1_1-40.E 1846137E 2.10 6 EC Electric 

GASCCX043LECS1 CO2 GASC CX 031.1_2-40.E 1846201E 4.30 6 EC Electric 

GASCCX064LECS1 CO2 GASC CX 031.1_3.40.E 1846228E 6.40 6 EC Electric 



General Data—Low Temperature GASC 

GASC—Pre Wired AC Fans— Air Defrost 

GASC—Pre Wired AC Fans— Electric Defrost 

GASC—Pre Wired EC Fans— Air Defrost 

GASC—Pre Wired EC Fans— Electric Defrost 

Bitzer Stock Code No of Fans 
Fan Dia 
(mm) 

Max 
RPM 

Airflow 
(m3/hr) 

Approx Air 
Throw (m) 

Sound 
Pressure 
3m (dBA) 

Fan Power 
per Fan (W) 

Fan Current 
per fan (A) 

GASCCX012LACS0 1 310 900 1157 8 34.0 90.0 0.4 

GASCCX014LACS0 1 310 900 1060 7 34.0 90.0 0.4 

GASCCX020LACS0 1 310 1300 1574 11 41.0 100.0 0.4 

GASCCX043LACS0 2 310 1300 2600 12 43.0 100.0 0.4 

GASCCX065LACS0 3 310 1300 3900 15 45.0 100.0 0.4 

Bitzer Stock Code No of Fans 
Fan Dia 
(mm) 

Max 
RPM 

Airflow 
(m3/hr) 

Approx Air 
Throw (m) 

Sound 
Pressure 
3m (dBA) 

Fan Power 
per Fan (W) 

Fan Current 
per fan (A) 

GASCCX012LACS1 1 310 900 1157 8 34.0 90.0 0.4 

GASCCX014LACS1 1 310 1300 1440 10 41.0 100.0 0.4 

GASCCX020LACS1 1 310 1300 1574 11 41.0 100.0 0.4 

GASCCX043LACS1 2 310 1300 2600 12 43.0 100.0 0.4 

GASCCX065LACS1 3 310 1300 3900 15 45.0 100.0 0.4 

Bitzer Stock Code No of Fans 
Fan Dia 
(mm) 

Max 
RPM 

Airflow 
(m3/hr) 

Approx Air 
Throw (m) 

Sound 
Pressure 
3m (dBA) 

Fan Power 
per Fan (W) 

Fan Current 
per fan (A) 

GASCCX013LECS0 1 310 1000 1277 9 34.0 30.0 0.3 

GASCCX015LECS0 1 310 1350 1690 11 41.0 80.0 0.7 

GASCCX021LECS0 1 310 1350 1270 9 41.0 80.0 0.7 

GASCCX043LECS0 2 310 1350 2540 12 43.0 80.0 0.7 

GASCCX064LECS0 3 310 1350 3810 15 45.0 80.0 0.7 

Bitzer Stock Code No of Fans 
Fan Dia 
(mm) 

Max 
RPM 

Airflow 
(m3/hr) 

Approx Air 
Throw (m) 

Sound 
Pressure 
3m (dBA) 

Fan Power 
per Fan (W) 

Fan Current 
per fan (A) 

GASCCX013LECS1 1 310 1000 1277 9 34.0 30.0 0.3 

GASCCX015LECS1 1 310 1350 1690 11 41.0 80.0 0.7 

GASCCX021LECS1 1 310 1350 1270 9 41.0 80.0 0.7 

GASCCX043LECS1 2 310 1350 2540 12 43.0 80.0 0.7 

GASCCX064LECS1 3 310 1350 3810 15 45.0 80 0.7 
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GASC—Pre Wired AC Fans— Air Defrost 

GASC—Pre Wired AC Fans— Electric Defrost 

GASC—Pre Wired EC Fans— Air Defrost 

GASC—Pre Wired EC Fans— Electric Defrost 

Dimensional Data—Low Temperature GASC 

    Unit Dimensions (mm)      

Bitzer Stock Code 
Outlet 
Con. (mm) 

Inlet Con. 
(mm) 

Dry Wt 
(kg) 

L B  H  E F C D K 

GASCCX012LACS0 9.5 x 1.0 9.5 x 1.0 14 964 580 337 680 552 160 11 G3/4 

GASCCX014LACS0 9.5 x 1.0 9.5 x 1.0 16 964 580 337 680 552 160 11 G3/4 

GASCCX020LACS0 9.5 x 1.0 9.5 x 1.0 18 964 580 337 680 552 160 11 G3/4 

GASCCX043LACS0 22.2 x 1.5 16.0 33 1644 580 337 1360 552 160 11 G3/4 

GASCCX065LACS0 22.2 x 1.5 16.0 47 2324 580 337 2040 552 160 11 G3/4 

    Unit Dimensions (mm)      

Bitzer Stock Code 
Outlet 

Con. (mm) 
Inlet Con. 

(mm) 
Dry Wt 

(kg) 
L B  H  E F C D K 

GASCCX012LACS1 9.5 x 1.0 9.5 x 1.0 15 964 580 337 680 552 160 11 G3/4 

GASCCX014LACS1 9.5 x 1.0 9.5 x 1.0 17 964 580 337 680 552 160 11 G3/4 

GASCCX020LACS1 9.5 x 1.0 9.5 x 1.0 19 964 580 337 680 552 160 11 G3/4 

GASCCX043LACS1 22.2 x 1.5 16.0 35 1644 580 337 1360 552 160 11 G3/4 

GASCCX065LACS1 22.2 x 1.5 16.0 51 2324 580 337 2040 552 160 11 G3/4 

    Unit Dimensions (mm)      

Bitzer Stock Code 
Outlet 

Con. (mm) 
Inlet Con. 

(mm) 
Dry Wt 

(kg) 
L B  H  E F C D K 

GASCCX013LECS0 9.5 x 1.0 9.5 x 1.0 14 964 580 337 680 552 160 11 G3/4 

GASCCX015LECS0 9.5 x 1.0 9.5 x 1.0 14 964 580 337 680 552 160 11 G3/4 

GASCCX021LECS0 9.5 x 1.0 9.5 x 1.0 18 964 580 337 680 552 160 11 G3/4 

GASCCX043LECS0 22.2 x 1.5 16.0 32 1644 580 337 1360 552 160 11 G3/4 

GASCCX064LECS0 22.2 x 1.5 18.0 45 2324 580 337 2040 552 160 11 G3/4 

    Unit Dimensions (mm)      

Bitzer Stock Code 
Outlet 

Con. (mm) 
Inlet Con. 

(mm) 
Dry Wt 

(kg) 
L B  H  E F C D K 

GASCCX013LECS1 9.5 x 1.0 9.5 x 1.0 15 964 580 337 680 552 160 11 G3/4 

GASCCX015LECS1 9.5 x 1.0 9.5 x 1.0 15 964 580 337 680 552 160 11 G3/4 

GASCCX021LECS1 9.5 x 1.0 9.5 x 1.0 19 964 580 337 680 552 160 11 G3/4 

GASCCX043LECS1 22.2 x 1.5 16.0 34 1644 580 337 1360 552 160 11 G3/4 

GASCCX064LECS1 22.2 x 1.5 16.0 49 2324 580 337 2040 552 160 11 G3/4 
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Performance Data—Medium Temperature GASC 

GASC—Pre Wired AC Fans— Air Defrost 

GASC—Pre Wired AC Fans— Electric Defrost 

GASC—Pre Wired EC Fans— Air Defrost 

GASC—Pre Wired EC Fans— Electric Defrost 

 Condi�ons: Evap Temp: -4oC, Air Temp: 2oC, Cond Temp: 6oC, SC: 1K, SH: 5K, 80 bar ra�ng 
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Bitzer Stock Code Refrigerant Product Descrip�on UI Number Capacity (kW) KTD Motor Type 
Defrost 

Type 

GASCCX014MACS0 CO2 GASC CX 031.1_1-60.A 2122812E 1.43 6 AC Air 

GASCCX017MACS0 CO2 GASC CX 031.1_1-60.A 2122889E 1.77 6 AC Air 

GASCCX024MACS0 CO2 GASC CX 031.1_1-60.A 1821127E 2.40 6 AC Air 

GASCCX029MACS0 CO2 GASC CX 031.1_2-60.A 2122823E 2.90 6 AC Air 

GASCCX050MACS0 CO2 GASC CX 031.1_3-40.A 1821132E 5.00 6 AC Air 

GASCCX071MACS0 CO2 GASC CX 031.1_3-60.A 2122848E 7.10 6 AC Air 

GASCCX098MACS0 CO2 GASC CX 031.1_4-40.A 1821133E 9.80 6 AC Air 

Bitzer Stock Code Refrigerant Product Descrip�on UI Number Capacity (kW) KTD Motor Type 
Defrost 

Type 

GASCCX014MACS1 CO2 GASC CX 031.1_1-60.E 2122858E 1.43 6 AC Electric 

GASCCX017MACS1 CO2 GASC CX 031.1_1-60.E 2122840E 1.77 6 AC Electric 

GASCCX024MACS1 CO2 GASC CX 031.1_1-40.E 1846181E 2.40 6 AC Electric 

GASCCX029MACS1 CO2 GASC CX 031.1_2-60.E 2122890E 2.90 6 AC Electric 

GASCCX050MACS1 CO2 GASC CX 031.1_3-40.E 1846140E 5.00 6 AC Electric 

GASCCX071MACS1 CO2 GASC CX 031.1_3-60.E 2122825E 7.10 6 AC Electric 

GASCCX098MACS1 CO2 GASC CX 031.1_4-40.E 1846214E 9.80 6 AC Electric 

Bitzer Stock Code Refrigerant Product Descrip�on UI Number Capacity (kW) KTD Motor Type 
Defrost 

Type 

GASCCX015MECS0 CO2 GASC CX 031.1_1-60.A 2122860E 1.51 6 EC Air 

GASCCX017MECS0 CO2 GASC CX 031.1_1-60.A 2122852E 1.78 6 EC Air 

GASCCX023MECS0 CO2 GASC CX 031.1_1-60.A 2122839E 2.30 6 EC Air 

GASCCX034MECS0 CO2 GASC CX 031.1_2-40.A 1823716E 3.40 6 EC Air 

GASCCX051MECS0 CO2 GASC CX 031.1_3-40.A 1823697E 5.10 6 EC Air 

GASCCX071MECS0 CO2 GASC CX 031.1_3-40.A 1823688E 7.10 6 EC Air 

GASCCX097MECS0 CO2 GASC CX 031.1_4-40.A 1823706E 9.70 6 EC Air 

Bitzer Stock Code Refrigerant Product Descrip�on UI Number Capacity (kW) KTD Motor Type 
Defrost 

Type 

GASCCX015MECS1 CO2 GASC CX 031.1_1-60.E 2122865E 1.51 6 EC Electric 

GASCCX018MECS1 CO2 GASC CX 031.1_1-40.E 1846143E 1.89 6 EC Electric 

GASCCX023MECS1 CO2 GASC CX 031.1_1-60.E 2122783E 2.30 6 EC Electric 

GASCCX034MECS1 CO2 GASC CX 031.1_2-40.E 1846212E 3.40 6 EC Electric 

GASCCX054MECS1 CO2 GASC CX 031.1_3-60.E 2122799E 5.40 6 EC Electric 

GASCCX071MECS1 CO2 GASC CX 031.1_3-40.E 1846228E 7.10 6 EC Electric 

GASCCX097MECS1 CO2 GASC CX 031.1_4-40.E 1846215E 9.70 6 EC Electric 



General Data—Medium Temperature GASC 

GASC—Pre Wired AC Fans— Air Defrost 

Bitzer Stock Code No of Fans 
Fan Dia 
(mm) 

Max 
RPM 

Airflow 
(m3/hr) 

Approx Air 
Throw (m) 

Sound 
Pressure 
3m (dBA) 

Fan Power 
per Fan (W) 

Fan Current 
per fan (A) 

GASCCX014MACS0 1 310 900 1157 8 34.0 90.0 0.4 

GASCCX017MACS0 1 310 1300 1671 11 41.0 100.0 0.4 

GASCCX024MACS0 1 310 1300 1300 9 41.0 100.0 0.4 

GASCCX029MACS0 2 310 900 2314 11 36.0 90.0 0.4 

GASCCX050MACS0 3 310 900 3180 12 38.0 90.0 0.4 

GASCCX071MACS0 3 310 1300 4722 18 45.0 100.0 0.4 

GASCCX098MACS0 4 310 1300 5200 18 46.0 100.0 0.4 

GASC—Pre Wired AC Fans— Electric Defrost 

Bitzer Stock Code No of Fans 
Fan Dia 
(mm) 

Max 
RPM 

Airflow 
(m3/hr) 

Approx Air 
Throw (m) 

Sound 
Pressure 
3m (dBA) 

Fan Power 
per Fan (W) 

Fan Current 
per fan (A) 

GASCCX014MACS1 1 310 900 1157 8 34.0 90.0 0.4 

GASCCX017MACS1 1 310 1300 1671 11 41.0 100.0 0.4 

GASCCX024MACS1 1 310 1300 1300 9 41.0 100.0 0.4 

GASCCX029MACS1 2 310 900 2314 11 36.0 90.0 0.4 

GASCCX050MACS1 3 310 900 3180 12 38.0 90.0 0.4 

GASCCX071MACS1 3 310 1300 4722 18 45.0 100.0 0.4 

GASCCX098MACS1 4 310 1300 5200 18 46.0 100.0 0.4 

GASC—Pre Wired EC Fans— Air Defrost 

Bitzer Stock Code No of Fans 
Fan Dia 
(mm) 

Max 
RPM 

Airflow 
(m3/hr) 

Approx Air 
Throw (m) 

Sound 
Pressure 
3m (dBA) 

Fan Power 
per Fan (W) 

Fan Current 
per fan (A) 

GASCCX015MECS0 1 310 1000 1277 9 34.0 30.0 0.4 

GASCCX017MECS0 1 310 1350 1690 11 41.0 80.0 0.7 

GASCCX023MECS0 1 310 1350 1573 11 41.0 80.0 0.7 

GASCCX034MECS0 2 310 1000 2160 10 36.0 30.0 0.3 

GASCCX051MECS0 3 310 1000 3240 13 38.0 30.0 0.3 

GASCCX071MECS0 3 310 1350 3810 15 45.0 80.0 0.7 

GASCCX097MECS0 4 310 1350 5080 17 46.0 80.0 0.7 

GASC—Pre Wired EC Fans— Electric Defrost 

Bitzer Stock Code No of Fans 
Fan Dia 
(mm) 

Max 
RPM 

Airflow 
(m3/hr) 

Approx Air 
Throw (m) 

Sound 
Pressure 
3m (dBA) 

Fan Power 
per Fan (W) 

Fan Current 
per fan (A) 

GASCCX015MECS1 1 310 1000 1277 9 34.0 30.0 0.3 

GASCCX018MECS1 1 310 1000 920 6 34.0 30.0 0.3 

GASCCX023MECS1 1 310 1350 1573 11 41.0 80.0 0.7 

GASCCX034MECS1 2 310 1000 2160 10 36.0 30.0 0.3 

GASCCX054MECS1 3 310 1350 5070 20 45.0 80.0 0.7 

GASCCX071MECS1 3 310 1350 3810 15 45.0 80.0 0.7 

GASCCX097MECS1 4 310 1350 5080 17 46.0 80.0 0.7 
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Dimensional Data—Medium Temperature GASC 

GASC—Pre Wired AC Fans— Air Defrost 

GASC—Pre Wired AC Fans— Electric Defrost 

GASC—Pre Wired EC Fans— Air Defrost 

GASC—Pre Wired EC Fans— Electric Defrost 

    Unit Dimensions (mm)      

Bitzer Stock Code 
Outlet 

Con. (mm) 
Inlet Con. 

(mm) 
Dry Wt 

(kg) 
L B  H  E F C D K 

GASCCX014MACS0 9.5 x 1.0 9.5 x 1.0 14 964 580 337 680 552 160 11 G3/4 

GASCCX017MACS0 9.5 x 1.0 9.5 x 1.0 15 964 580 337 680 552 160 11 G3/4 

GASCCX024MACS0 9.5 x 1.0 9.5 x 1.0 18 964 580 337 680 552 160 11 G3/4 

GASCCX029MACS0 22.2 x 1.5 16.0 28 1644 580 337 1360 552 160 11 G3/4 

GASCCX050MACS0 22.2 x 1.5 16.0 42 2324 580 337 2040 552 160 11 G3/4 

GASCCX071MACS0 22.2 x 1.5 16.0 51 2324 580 337 2040 552 160 11 G3/4 

GASCCX098MACS0 22.2 x 1.5 16.0 66 3004 580 337 1360 552 160 11 G1 1/4 

    Unit Dimensions (mm)      

Bitzer Stock Code 
Outlet 

Con. (mm) 
Inlet Con. 

(mm) 
Dry Wt 

(kg) 
L B  H  E F C D K 

GASCCX014MACS1 9.5 x 1.0 9.5 x 1.0 15 964 580 337 680 552 160 11 G3/4 

GASCCX017MACS1 9.5 x 1.0 9.5 x 1.0 15 964 580 337 680 552 160 11 G3/4 

GASCCX024MACS1 9.5 x 1.0 9.5 x 1.0 20 964 580 337 680 552 160 11 G3/4 

GASCCX029MACS1 22.2 x 1.5 16.0 30 1644 580 337 1360 552 160 11 G3/4 

GASCCX050MACS1 22.2 x 1.5 16.0 42 2324 580 337 2040 552 160 11 G3/4 

GASCCX071MACS1 22.2 x 1.5 16.0 51 2324 580 337 2040 552 160 11 G3/4 

GASCCX098MACS1 22.2 x 1.5 16.0 66 3004 580 337 1360 552 160 11 G1 1/4 

    Unit Dimensions (mm)      

Bitzer Stock Code 
Outlet 

Con. (mm) 
Inlet Con. 

(mm) 
Dry Wt 

(kg) 
L B  H  E F C D K 

GASCCX015MECS0 9.5 x 1.0 9.5 x 1.0 14 964 580 337 680 552 160 11 G3/4 

GASCCX017MECS0 9.5 x 1.0 9.5 x 1.0 14 964 580 337 680 552 160 11 G3/4 

GASCCX023MECS0 9.5 x 1.0 9.5 x 1.0 17 964 580 337 680 552 160 11 G3/4 

GASCCX034MECS0 22.2 x 1.5 16.0 27 1644 580 337 1360 552 160 11 G3/4 

GASCCX051MECS0 22.2 x 1.5 16.0 38 2324 580 337 2040 552 160 11 G3/4 

GASCCX071MECS0 22.2 x 1.5 16.0 45 2324 580 337 2040 552 160 11 G3/4 

GASCCX097MECS0 22.2 x 1.5 16.0 59 3004 580 337 1360 552 160 11 G1 1/4 

    Unit Dimensions (mm)      

Bitzer Stock Code 
Outlet 

Con. (mm) 
Inlet Con. 

(mm) 
Dry Wt 

(kg) 
L B  H  E F C D K 

GASCCX015MECS1 9.5 x 1.0 9.5 x 1.0 15 964 580 337 680 552 160 11 G3/4 

GASCCX018MECS1 9.5 x 1.0 9.5 x 1.0 19 964 580 337 680 552 160 11 G3/4 

GASCCX023MECS1 9.5 x 1.0 9.5 x 1.0 19 964 580 337 680 552 160 11 G3/4 

GASCCX034MECS1 22.2 x 1.5 16.0 28 1644 580 337 1360 552 160 11 G3/4 

GASCCX054MECS1 22.2 x 1.5 16.0 41 2324 580 337 2040 552 160 11 G3/4 

GASCCX071MECS1 22.2 x 1.5 16.0 49 2324 580 337 2040 552 160 11 G3/4 

GASCCX097MECS1 22.2 x 1.5 16.0 64 3004 580 337 1360 552 160 11 G1 1/4 
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Explana�on of BITZER Stock Code Numbering System — GACC CO2 units 

GACCCX 010   LEC  S0  

Evaporator model series—CX CO2 series 

                                          GACCCX  010    LEC    S0 

                                                  Performance kW (1.0 kW) 

                                                                                          GACCCX 010     LEC     S0 

                                                                                                        Low (L) or Medium (M) Temperature AC or EC fans 

                                                                                                                                       GACCCX 010 LEC     S0 

                                                                                                          Electronic TXV (E) Standard (S) Air Defrost (0) or Electric Defrost (1) 

Performance Data—Low Temperature GACC 

Condi�ons: Evap temp: -24oC, Air Temp: -18oC, Cond Temp: 2oC, SC: 1K, SH: 5K, 80 bar ra�ng 

GACC—Pre Wired AC Fans— Air Defrost 

GACC—Pre Wired AC Fans— Electric Defrost 
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Bitzer Stock Code Refrigerant Product Descrip�on UI Number Capacity (kW) KTD Motor Type 
Defrost 

Type 

GACCCX014LACS0 CO2 GACC CX 031.1_1-60.A 2192506E 1.44 6 AC Air 

GACCCX019LACS0 CO2 GACC CX 031.1_1-60.A 2192432E 1.91 6 AC Air 

GACCCX030LACS0 CO2 GACC CX 031.1_2-60.A 2192491E 3.00 6 AC Air 

GACCCX037LACS0 CO2 GACC CX 040.1_1-60.A 2192436E 3.70 6 AC Air 

GACCCX076LACS0 CO2 GACC CX 040.1_2-60.A 2192428E 7.60 6 AC Air 

GACCCX113LACS0 CO2 GACC CX 040.1_3-60.A 2192429E 11.30 6 AC Air 

GACCCX152LACS0 CO2 GACC CX 040.1_4-60.A 2192462E 15.20 6 AC Air 

GACCCX191LACS0 CO2 GACC CX 050.1_2-60.A 2192561E 19.10 6 AC Air 

GACCCX285LACS0 CO2 GACC CX 050.1_3-60.A 2192416E 28.50 6 AC Air 

GACCCX321LACS0 CO2 GACC CX 050.1_3-60.A 2192524E 32.10 6 AC Air 

GACCCX381LACS0 CO2 GACC CX 050.1_4-60.A 2192560E 38.10 6 AC Air 

GACCCX423LACS0 CO2 GACC CX 050.1_4-60.A 2192550E 42.30 6 AC Air 

Bitzer Stock Code Refrigerant Product Descrip�on UI Number Capacity (kW) KTD Motor Type 
Defrost 

Type 

GACCCX014LACS1 CO2 GACC CX 031.1_1-60.E 2192452E 1.44 6 AC Electric 

GACCCX019LACS1 CO2 GACC CX 031.1_1-60.E 2192449E 1.91 6 AC Electric 

GACCCX030LACS1 CO2 GACC CX 031.1_2-60.E 2192518E 3.00 6 AC Electric 

GACCCX037LACS1 CO2 GACC CX 040.1_1-60.E 2192430E 3.70 6 AC Electric 

GACCCX076LACS1 CO2 GACC CX 040.1_2-60.E 2192484E 7.60 6 AC Electric 

GACCCX113LACS1 CO2 GACC CX 040.1_3-60.E 2192492E 11.30 6 AC Electric 

GACCCX152LACS1 CO2 GACC CX 040.1_4-60.E 2192555E 15.20 6 AC Electric 

GACCCX191LACS1 CO2 GACC CX 050.1_2-60.E 2192414E 19.10 6 AC Electric 

GACCCX285LACS1 CO2 GACC CX 050.1_3-60.E 2192517E 28.50 6 AC Electric 

GACCCX321LACS1 CO2 GACC CX 050.1_3-60.E 2192503E 32.10 6 AC Electric 

GACCCX381LACS1 CO2 GACC CX 050.1_4-60.E 2192536E 38.10 6 AC Electric 

GACCCX423LACS1 CO2 GACC CX 050.1_4-60.E 2192534E 42.30 6 AC Electric 



GACC—Pre Wired EC Fans— Air Defrost 

Performance Data—Low Temperature GACC Cont. 

GACC—Pre Wired EC Fans— Electric Defrost 

Lo
w

 Tem
p

eratu
re G

A
C

C
 

Bitzer Stock Code Refrigerant Product Descrip�on UI Number Capacity (kW) KTD Motor Type 
Defrost 

Type 

GACCCX014LECS0 CO2 GACC CX 031.1_1-60.A 2192417E 1.48 6 EC Air 

GACCCX019LECS0 CO2 GACC CX 031.1_1-60.A 2192521E 1.93 6 EC Air 

GACCCX028LECS0 CO2 GACC CX 040.1_1-60.A 2192413E 2.80 6 EC Air 

GACCCX037LECS0 CO2 GACC CX 040.1_1-60.A 2192546E 3.70 6 EC Air 

GACCCX074LECS0 CO2 GACC CX 040.1_2-60.A 2192525E 7.40 6 EC Air 

GACCCX111LECS0 CO2 GACC CX 040.1_3-60.A 2192470E 11.10 6 EC Air 

GACCCX172LECS0 CO2 GACC CX 040.1_4-60.A 2192493E 17.20 6 EC Air 

GACCCX210LECS0 CO2 GACC CX 050.1_2-60.A 2192522E 21.00 6 EC Air 

GACCCX281LECS0 CO2 GACC CX 050.1_3-60.A 2192451E 28.10 6 EC Air 

GACCCX377LECS0 CO2 GACC CX 050.1_4-60.A 2192466E 37.70 6 EC Air 

Bitzer Stock Code Refrigerant Product Descrip�on UI Number Capacity (kW) KTD Motor Type 
Defrost 

Type 

GACCCX014LECS1 CO2 GACC CX 031.1_1-60.E 2192509E 1.48 6 EC Electric 

GACCCX019LECS1 CO2 GACC CX 031.1_1-60.E 2192542E 1.93 6 EC Electric 

GACCCX028LECS1 CO2 GACC CX 040.1_1-60.E 2192431E 2.80 6 EC Electric 

GACCCX037LECS1 CO2 GACC CX 040.1_1-60.E 2192478E 3.70 6 EC Electric 

GACCCX074LECS1 CO2 GACC CX 040.1_2-60.E 2192443E 7.40 6 EC Electric 

GACCCX111LECS1 CO2 GACC CX 040.1_3-60.E 2192502E 11.10 6 EC Electric 

GACCCX172LECS1 CO2 GACC CX 040.1_4-60.E 2192448E 17.20 6 EC Electric 

GACCCX210LECS1 CO2 GACC CX 050.1_2-60.E 2192423E 21.00 6 EC Electric 

GACCCX281LECS1 CO2 GACC CX 050.1_3-60.E 2192460E 28.10 6 EC Electric 

GACCCX377LECS1 CO2 GACC CX 050.1_4-60.E 2192411E 37.70 6 EC Electric 



General Data—Low Temperature  GACC 

GACC—Pre Wired AC Fans— Air Defrost 

Bitzer Stock Code No of Fans 
Fan Dia 
(mm) 

Max 
RPM 

Airflow 
(m3/hr) 

Approx Air 
Throw (m) 

Sound 
Pressure 
3m (dBA) 

Fan Power 
per Fan (W) 

Fan Current 
per fan (A) 

GACCCX014LACS0 1 310 1350 1616 10 41.0 90.0 0.4 

GACCCX019LACS0 1 310 1350 1530 9 41.0 90.0 0.4 

GACCCX030LACS0 1 310 1350 3232 11 44.0 90.0 0.4 

GACCCX037LACS0 1 400 1310 3123 13 50.0 190.0 0.9 

GACCCX076LACS0 2 400 1310 6245 14 53.0 190.0 0.9 

GACCCX113LACS0 3 400 1310 9368 15 55.0 190.0 0.9 

GACCCX152LACS0 4 400 1310 12491 16 56.0 190.0 0.9 

GACCCX191LACS0 2 500 1410 13124 22 59.0 620.0 1.5 

GACCCX285LACS0 3 500 1410 19686 22 60.0 620.0 1.5 

GACCCX321LACS0 3 500 1410 19139 22 60.0 620.0 1.5 

GACCCX381LACS0 4 500 1410 26248 23 61.0 620.0 1.5 

GACCCX423LACS0 4 500 1410 25518 22 61.0 620.0 1.5 

GACC—Pre Wired AC Fans— Electric Defrost 

Bitzer Stock Code No of Fans 
Fan Dia 
(mm) 

Max 
RPM 

Airflow 
(m3/hr) 

Approx Air 
Throw (m) 

Sound 
Pressure 
3m (dBA) 

Fan Power 
per Fan (W) 

Fan Current 
per fan (A) 

GACCCX014LACS1 1 310 1350 1616 8 41.0 90.0 0.4 

GACCCX019LACS1 1 310 1350 1530 9 41.0 90.0 0.4 

GACCCX030LACS1 1 310 1350 3232 11 44.0 90.0 0.4 

GACCCX037LACS1 1 400 1310 3123 13 50.0 190.0 0.9 

GACCCX076LACS1 2 400 1310 6245 14 53.0 190.0 0.9 

GACCCX113LACS1 3 400 1310 9368 15 55.0 190.0 0.9 

GACCCX152LACS1 4 400 1310 12491 16 56.0 190.0 0.9 

GACCCX191LACS1 2 500 1410 13124 22 59.0 620.0 1.5 

GACCCX285LACS1 3 500 1410 19686 22 60.0 620.0 1.5 

GACCCX321LACS1 3 500 1410 19139 22 60.0 620.0 1.5 

GACCCX381LACS1 4 500 1410 26248 23 61.0 620.0 1.5 

GACCCX423LACS1 4 500 1410 25518 22 61.0 620.0 1.5 

GACC—Pre Wired EC Fans— Air Defrost 

Bitzer Stock Code No of Fans 
Fan Dia 
(mm) 

Max 
RPM 

Airflow 
(m3/hr) 

Approx Air 
Throw (m) 

Sound 
Pressure 
3m (dBA) 

Fan Power 
per Fan (W) 

Fan Current 
per fan (A) 

GACCCX014LECS0 1 310 1350 1701 10 41.0 80.0 0.7 

GACCCX019LECS0 1 310 1350 1557 9 41.0 80.0 0.7 

GACCCX028LECS0 1 400 1200 3217 14 45.0 170.0 1.3 

GACCCX037LECS0 1 400 1200 3012 13 45.0 170.0 1.3 

GACCCX074LECS0 2 400 1200 6023 14 48.0 170.0 1.3 

GACCCX111LECS0 3 400 1200 9035 15 50.0 170.0 1.3 

GACCCX172LECS0 4 400 1200 11290 14 51.0 170.0 1.3 

GACCCX210LECS0 2 500 1260 12418 21 56.0 500.0 2.2 

GACCCX281LECS0 3 500 1260 19300 23 58.0 500.0 2.2 

GACCCX377LECS0 4 500 1260 25733 24 59.0 500.0 2.2 
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General Data—Low Temperature GACC—Cont. 

Bitzer Stock Code No of Fans 
Fan Dia 
(mm) 

Max 
RPM 

Airflow 
(m3/hr) 

Approx Air 
Throw (m) 

Sound 
Pressure 
3m (dBA) 

Fan Power 
per Fan (W) 

Fan Current 
per fan (A) 

GACCCX014LECS1 1 310 1350 1701 10 41.0 80.0 0.7 

GACCCX019LECS1 1 310 1350 1557 9 41.0 80.0 0.7 

GACCCX028LECS1 1 400 1200 3217 14 45.0 170.0 1.3 

GACCCX037LECS1 1 400 1200 3012 13 45.0 170.0 1.3 

GACCCX074LECS1 2 400 1200 6023 14 48.0 170.0 1.3 

GACCCX111LECS1 3 400 1200 9035 15 50.0 170.0 1.3 

GACCCX172LECS1 4 400 1200 11290 14 51.0 170.0 1.3 

GACCCX210LECS1 2 500 1260 12418 21 56.0 500.0 2.2 

GACCCX281LECS1 3 500 1260 19300 23 59.0 500.0 2.2 

GACCCX377LECS1 4 500 1260 25733 24 59.0 500.0 2.2 

Dimensional Data—Low Temperature GACC 

GACC—Pre Wired AC Fans— Air Defrost 

    Unit Dimensions (mm)       

Bitzer Stock Code 
Outlet 

Con. (mm) 
Inlet Con. 

(mm) 
Dry Wt 

(kg) 
L B  H  E F C A D K 

GACCCX014LACS0 9.5 x 1.0 9.5 x 1.0 16 752 430 455 460 332 165 300 11 G3/4 

GACCCX019LACS0 9.5 x 1.0 9.5 x 1.0 18 752 430 455 460 332 165 300 11 G3/4 

GACCCX030LACS0 9.5 x 1.0 9.5 x 1.0 28 1212 430 455 960 332 165 300 11 G3/4 

GACCCX037LACS0 22.1 X 1.5 16.0 34 1006 560 565 680 406 177 400 11 G1 1/4 

GACCCX076LACS0 22.2 x 1.5 16.0 55 1686 560 565 1360 406 177 400 11 G1 1/4 

GACCCX113LACS0 22.2 x 1.5 16.0 84 2366 560 565 680 406 177 400 11 G1 1/4 

GACCCX152LACS0 22.2 x 1.5 16.0 109 3046 560 565 680 406 177 400 11 G1 1/4 

GACCCX191LACS0 28.6  x 1.9 16.0 131 2377 623 755 680 406 177 400 11 G1 1/4 

GACCCX285LACS0 34.9 x 2.3 22.2 191 3377 623 755 1000 486 234 550 11 G1 1/4 

GACCCX321LACS0 34.9 x 2.3 22.2 203 3377 623 755 1000 486 234 550 11 G1 1/4 

GACCCX381LACS0 34.9 x 2.3 22.2 234 4387 623 755 1000 486 234 550 11 G1 1/4 

GACCCX423LACS0 34.9 x 2.3 22.2 291 4387 623 755 1000 486 234 550 11 G1 1/4 

GACC—Pre Wired EC Fans— Electric Defrost 
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Dimensional Data—Low Temperature GACC—Cont. 

GACC—Pre Wired AC Fans— Electric Defrost 
    Unit Dimensions (mm)       

Bitzer Stock Code 
Outlet 

Con. (mm) 
Inlet Con. 

(mm) 

Dry 
Weight 

(kg) 
L (mm) B (mm) H (mm) E F C A D K 

GACCCX014LACS1 9.5 x 1.0 9.5 x 1.0 16 752 430 455 460 332 165 300 11 G3/4 

GACCCX019LACS1 9.5 x 1.0 9.5 x 1.0 19 752 430 455 460 332 165 300 11 G3/4 

GACCCX030LACS1 9.5 x 1.0 9.5 x 1.0 28 1212 430 455 960 332 165 300 11 G3/4 

GACCCX037LACS1 22.1 X 1.5 16.0 34 1006 560 565 680 406 177 400 11 G1 1/4 

GACCCX076LACS1 22.2 x 1.5 16.0 59 1686 560 565 1360 406 177 400 11 G1 1/4 

GACCCX113LACS1 22.2 x 1.5 16.0 84 2366 560 565 680 406 177 400 11 G1 1/4 

GACCCX152LACS1 22.2 x 1.5 16.0 109 3046 560 565 680 406 177 400 11 G1 1/4 

GACCCX191LACS1 28.6  x 1.9 16.0 131 2377 623 755 680 406 177 400 11 G1 1/4 

GACCCX285LACS1 34.9 x 2.3 22.2 191 3377 623 755 1000 486 234 550 11 G1 1/4 

GACCCX321LACS1 34.9 x 2.3 22.2 218 3377 623 755 1000 486 234 550 11 G1 1/4 

GACCCX381LACS1 34.9 x 2.3 22.2 254 4387 623 755 1000 486 234 550 11 G1 1/4 

GACCCX423LACS1 34.9 x 2.3 22.2 291 4387 623 755 1000 486 234 550 11 G1 1/4 

GACC—Pre Wired EC Fans— Air Defrost 
    Unit Dimensions (mm)       

Bitzer Stock Code 
Outlet 

Con. (mm) 
Inlet Con. 

(mm) 

Dry 
Weight 

(kg) 
L (mm) B (mm) H (mm) E F C A D K 

GACCCX014LECS0 9.5 x 1.0 9.5 x 1.0 14 752 430 455 460 332 165 300 11 G3/4 

GACCCX019LECS0 9.5 x 1.0 9.5 x 1.0 17 752 430 455 460 332 165 300 11 G3/4 

GACCCX028LECS0 9.5 x 1.0 9.5 x 1.0 25 1006 560 565 680 406 177 400 11 G1 1/4 

GACCCX037LECS0 22.2 x 1.5 16.0 30 1006 560 565 680 406 177 400 11 G1 1/5 

GACCCX074LECS0 22.2 x 1.5 16.0 51 1686 560 565 1360 406 177 400 11 G1 1/4 

GACCCX111LECS0 22.2 x 1.5 16.0 74 2366 560 565 680 406 177 400 11 G1 1/4 

GACCCX172LECS0 28.6  x 1.9 16.0 112 3046 560 565 680 406 177 400 11 G1 1/4 

GACCCX210LECS0 28.6  x 1.9 16.0 143 2377 623 755 680 406 177 400 11 G1 1/4 

GACCCX281LECS0 34.9 x 2.3 22.2 182 3377 623 755 1000 486 234 550 11 G1 1/4 

GACCCX377LECS0 34.9 x 2.3 22.2 238 4387 623 755 1000 486 234 550 11 G1 1/4 

GACC—Pre Wired EC Fans— Electric Defrost 
    Unit Dimensions (mm)       

Bitzer Stock Code 
Outlet 

Con. (mm) 
Inlet Con. 

(mm) 

Dry 
Weight 

(kg) 
L (mm) B (mm) H (mm) E F C A D K 

GACCCX014LECS1 9.5 x 1.0 9.5 x 1.0 15 752 430 455 460 332 165 300 11 G3/4 

GACCCX019LECS1 9.5 x 1.0 9.5 x 1.0 18 752 430 455 460 332 165 300 11 G3/4 

GACCCX028LECS1 9.5 x 1.0 9.5 x 1.0 26 1006 560 565 680 406 177 400 11 G1 1/4 

GACCCX037LECS1 22.2 x 1.5 16.0 32 1006 560 565 680 406 177 400 11 G1 1/4 

GACCCX074LECS1 22.2 x 1.5 16.0 55 1686 560 565 1360 406 177 400 11 G1 1/4 

GACCCX111LECS1 22.2 x 1.5 16.0 78 2366 560 565 680 406 177 400 11 G1 1/4 

GACCCX172LECS1 28.6  x 1.9 16.0 120 3046 560 565 680 406 177 400 11 G1 1/4 

GACCCX210LECS1 28.6  x 1.9 16.0 153 2377 623 755 680 406 177 400 11 G1 1/4 

GACCCX281LECS1 34.9 x 2.3 22.2 194 3377 623 755 1000 486 234 550 11 G1 1/4 

GACCCX377LECS1 34.9 x 2.3 22.2 258 4387 623 755 1000 486 234 550 11 G1 1/4 
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Condi�ons: Evap Temp: -4oC, Air Temp: 2oC, Cond Temp: 6oC, SC: 1K, SH: 5K 

Performance Data—Medium Temperature GACC 

GACC—Pre Wired AC Fans— Electric Defrost 

GACC—Pre Wired AC Fans— Air Defrost 
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Bitzer Stock Code Refrigerant Product Descrip�on UI Number Capacity (kW) KTD Motor Type 
Defrost 

Type 

GACCCX016MACS0 CO2 GACC CX 031.1_1-40.A 1820937E 1.62 6 AC Air 

GACCCX019MACS0 CO2 GACC CX 031.1_1-40.A 1820914E 1.98 6 AC Air 

GACCCX025MACS0 CO2 GACC CX 031.1_1-40.A 1820889E 2.50 6 AC Air 

GACCCX034MACS0 CO2 GACC CX 031.1_2-40.A 1820928E 3.40 6 AC Air 

GACCCX051MACS0 CO2 GACC CX 031.1_2-60.A 2192420E 5.10 6 AC Air 

GACCCX076MACS0 CO2 GACC CX 031.1_3-40.A 1820911E 7.60 6 AC Air 

GACCCX098MACS0 CO2 GACC CX 040.1_2-40.A 1820902E 9.80 6 AC Air 

GACCCX146MACS0 CO2 GACC CX 040.1_3-40.A 1820897E 14.60 6 AC Air 

GACCCX180MACS0 CO2 GACC CX 050.1_2-60.A 2192519E 18.00 6 AC Air 

GACCCX243MACS0 CO2 GACC CX 050.1_2-40.A 1820893E 24.30 6 AC Air 

GACCCX320MACS0 CO2 GACC CX 050.1_3-60.A 2192416E 32.00 6 AC Air 

GACCCX425MACS0 CO2 GACC CX 050.1_4-40.A 1820940E 42.50 6 AC Air 

Bitzer Stock Code Refrigerant Product Descrip�on UI Number Capacity (kW) KTD Motor Type 
Defrost 

Type 

GACCCX016MACS1 CO2 GACC CX 031.1_1-40.E 1845782E 1.62 6 AC Electric 

GACCCX019MACS1 CO2 GACC CX 031.1_1-40.E 1845833E 1.98 6 AC Electric 

GACCCX025MACS1 CO2 GACC CX 031.1_1-40.E 1845725E 2.50 6 AC Electric 

GACCCX034MACS1 CO2 GACC CX 031.1_2-40.E 1845859E 3.40 6 AC Electric 

GACCCX051MACS1 CO2 GACC CX 031.1_2-60.E 2192494E 5.10 6 AC Electric 

GACCCX076MACS1 CO2 GACC CX 031.1_3-40.E 1845838E 7.60 6 AC Electric 

GACCCX098MACS1 CO2 GACC CX 040.1_2-40.E 1845747E 9.80 6 AC Electric 

GACCCX146MACS1 CO2 GACC CX 040.1_3-40.E 1845808E 14.60 6 AC Electric 

GACCCX180MACS1 CO2 GACC CX 050.1_2-60.E 2192442E 18.00 7 AC Electric 

GACCCX243MACS1 CO2 GACC CX 050.1_2-40.E 1845777E 24.30 6 AC Electric 

GACCCX320MACS1 CO2 GACC CX 050.1_3-60.E 2192517E 32.00 6 AC Electric 

GACCCX425MACS1 CO2 GACC CX 050.1_4-40.E 1845742E 42.50 6 AC Electric 



Perfromance Data—Medium Temperature GACC cont. 
GACC—Pre Wired EC Fans— Air Defrost 

GACC—Pre Wired EC Fans— Electric Defrost 
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Bitzer Stock Code Refrigerant Product Descrip�on UI Number Capacity (kW) KTD Motor Type 
Defrost 

Type 

GACCCX016MECS0 CO2 GACC CX 031.1_1-40.A 1823834E 1.66 6 EC Air 

GACCCX020MECS0 CO2 GACC CX 031.1_1-40.A 1823831E 2.00 6 EC Air 

GACCCX022MECS0 CO2 GACC CX 031.1_1-60.A 2192521E 2.20 6 EC Air 

GACCCX025MECS0 CO2 GACC CX 031.1_1-40.A 1823850E 2.50 6 EC Air 

GACCCX032MECS0 CO2 GACC CX 040.1_1-60.A 2192413E 3.20 6 EC Air 

GACCCX050MECS0 CO2 GACC CX 031.1_2-40.A 1823839E 5.00 6 EC Air 

GACCCX077MECS0 CO2 GACC CX 031.1_3-40.A 1823860E 7.70 6 EC Air 

GACCCX101MECS0 CO2 GACC CX 040.1_2-40.A 1823859E 10.10 6 EC Air 

GACCCX140MECS0 CO2 GACC CX 040.1_3-40.A 1823830E 14.00 6 EC Air 

GACCCX209MECS0 CO2 GACC CX 050.1_2-40.A 1823851E 20.90 6 EC Air 

GACCCX310MECS0 CO2 GACC CX 050.1_3-40.A 1823866E 31.00 6 EC Air 

GACCCX419MECS0 CO2 GACC CX 050.1_4-40.A 1823870E 41.90 6 EC Air 

Bitzer Stock Code Refrigerant Product Descrip�on UI Number Capacity (kW) KTD Motor Type 
Defrost 

Type 

GACCCX016MECS1 CO2 GACC CX 031.1_1-40.E 1845811E 1.66 6 EC Electric 

GACCCX020MECS1 CO2 GACC CX 031.1_1-40.E 1845758E 2.00 7 EC Electric 

GACCCX022MECS1 CO2 GACC CX 031.1_1-60.E 2192542E 2.20 6 EC Electric 

GACCCX025MECS1 CO2 GACC CX 031.1_1-40.E 1845820E 2.50 6 EC Electric 

GACCCX034MECS1 CO2 GACC CX 031.1_2-40.E 1845842E 3.40 6 EC Electric 

GACCCX050MECS1 CO2 GACC CX 031.1_2-40.E 1845778E 5.00 6 EC Electric 

GACCCX077MECS1 CO2 GACC CX 031.1_3-40.E 1845849E 7.70 6 EC Electric 

GACCCX101MECS1 CO2 GACC CX 040.1_2-40.E 1845738E 10.10 6 EC Electric 

GACCCX140MECS1 CO2 GACC CX 040.1_3-40.E 1845867E 14.00 6 EC Electric 

GACCCX209MECS1 CO2 GACC CX 050.1_2-40.E 1845793E 20.90 6 EC Electric 

GACCCX310MECS1 CO2 GACC CX 050.1_3-40.E 1845857E 31.00 6 EC Electric 

GACCCX419MECS1 CO2 GACC CX 050.1_4-40.E 1845730E 41.90 6 EC Electric 



General Data—Medium Temperature GACC  

GACC—Pre Wired AC Fans— Air Defrost 

GACC—Pre Wired AC Fans— Electric Defrost 

Bitzer Stock Code No of Fans 
Fan Dia 
(mm) 

Max 
RPM 

Airflow 
(m3/hr) 

Approx Air 
Throw (m) 

Sound 
Pressure 
3m (dBA) 

Fan Power 
per Fan (W) 

Fan Current 
per fan (A) 

GACCCX016MACS0 1 310 1350 1610 8 41.0 90.0 0.4 

GACCCX019MACS0 1 310 1350 1540 8 41.0 90.0 0.4 

GACCCX025MACS0 1 310 1350 1420 7 41.0 90.0 0.4 

GACCCX034MACS0 2 310 1350 3220 9 44.0 90.0 0.4 

GACCCX051MACS0 2 310 1350 2902 9 44.0 90.0 0.4 

GACCCX076MACS0 3 310 1350 4260 8 45.0 90.0 0.4 

GACCCX098MACS0 2 400 1310 5760 12 53.0 190.0 0.9 

GACCCX146MACS0 3 400 1310 8640 13 55.0 190.0 0.9 

GACCCX180MACS0 2 500 1410 13485 23 59.0 620.0 1.5 

GACCCX243MACS0 2 500 1410 12420 20 59.0 620.0 1.5 

GACCCX320MACS0 3 500 1410 19686 23 60.0 620.0 1.5 

GACCCX425MACS0 4 500 1410 26000 23 61.0 620.0 1.5 

Bitzer Stock Code No of Fans 
Fan Dia 
(mm) 

Max 
RPM 

Airflow 
(m3/hr) 

Approx Air 
Throw (m) 

Sound 
Pressure 
3m (dBA) 

Fan Power 
per Fan (W) 

Fan Current 
per fan (A) 

GACCCX016MACS1 1 310 1350 1610 8 41.0 90.0 0.4 

GACCCX019MACS1 1 310 1350 1540 8 41.0 90.0 0.4 

GACCCX025MACS1 1 310 1350 1420 7 41.0 90.0 0.4 

GACCCX034MACS1 2 310 1350 3220 9 44.0 90.0 0.4 

GACCCX051MACS1 2 310 1350 2902 9 44.0 90.0 0.4 

GACCCX076MACS1 3 310 1350 4269 8 45.0 90.0 0.4 

GACCCX098MACS1 2 400 1310 5760 10 53.0 190.0 0.9 

GACCCX146MACS1 3 400 1310 8640 16 55.0 190.0 0.9 

GACCCX180MACS1 2 500 1410 13485 23 59.0 620.0 1.5 

GACCCX243MACS1 2 500 1410 12420 20 59.0 620.0 1.5 

GACCCX320MACS1 3 500 1410 19686 23 60.0 620.0 1.5 

GACCCX425MACS1 4 500 1410 26000 23 61.0 620.0 1.5 

GACC—Pre Wired EC Fans— Air Defrost 

Bitzer Stock Code No of Fans 
Fan Dia 
(mm) 

Max 
RPM 

Airflow 
(m3/hr) 

Approx Air 
Throw (m) 

Sound 
Pressure 
3m (dBA) 

Fan Power 
per Fan (W) 

Fan Current 
per fan (A) 

GACCCX016MECS0 1 310 1350 1690 8 41.0 80.0 0.7 

GACCCX020MECS0 1 310 1350 1600 8 41.0 80.0 0.7 

GACCCX022MECS0 1 310 1350 1557 9 41.0 80.0 0.7 

GACCCX025MECS0 1 310 1350 1440 7 41.0 80.0 0.7 

GACCCX032MECS0 1 400 1350 3217 14 45.0 170.0 1.3 

GACCCX050MECS0 2 310 1350 2880 8 44.0 80.0 0.7 

GACCCX077MECS0 3 310 1350 4320 8 45.0 80.0 0.7 

GACCCX101MECS0 2 400 1200 4940 10 48.0 170.0 1.3 

GACCCX140MECS0 3 400 1200 8100 13 50.0 170.0 1.3 

GACCCX209MECS0 2 500 1260 12700 21 56.0 500.0 2.2 

GACCCX310MECS0 3 500 1260 19050 22 58.0 500.0 2.2 

GACCCX419MECS0 4 500 1260 25400 23 59.0 500.0 2.2 
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General Data—Medium Temperature GACC cont. 

GACC—Pre Wired EC Fans— Electric Defrost 

Bitzer Stock Code No of Fans 
Fan Dia 
(mm) 

Max 
RPM 

Airflow 
(m3/hr) 

Approx Air 
Throw (m) 

Sound 
Pressure 
3m (dBA) 

Fan Power 
per Fan (W) 

Fan Current 
per fan (A) 

GACCCX016MECS1 1 310 1350 1690 8 41.0 80.0 0.7 

GACCCX020MECS1 1 310 1350 1600 8 41.0 80.0 0.7 

GACCCX022MECS1 1 310 1350 1557 9 41.0 80.0 0.7 

GACCCX025MECS1 1 310 1350 1440 7 41.0 80.0 0.7 

GACCCX034MECS1 2 310 1350 3380 9 44.0 80.0 0.7 

GACCCX050MECS1 2 310 1350 2880 8 44.0 80.0 0.7 

GACCCX077MECS1 3 310 1350 4320 8 45.0 80.0 0.7 

GACCCX101MECS1 2 400 1200 4940 10 48.0 170.0 1.3 

GACCCX140MECS1 3 400 1200 8100 13 50.0 170.0 1.3 

GACCCX209MECS1 2 500 1260 12700 21 56.0 500.0 2.2 

GACCCX310MECS1 3 500 1260 19050 22 58.0 500.0 2.2 

GACCCX419MECS1 4 500 1260 25400 23 59.0 500.0 2.2 

Dimensional Data—Medium Temperature GACC 

GACC—Pre Wired AC Fans— Air Defrost 

    Unit Dimensions (mm)       

Bitzer Stock Code 
Outlet 

Con. (mm) 
Inlet Con. 

(mm) 

Dry 
Weight 

(kg) 
L (mm) B (mm) H (mm) E F C A D K 

GACCCX016MACS0 9.5 x 1.0 9.5 x 1.0 15 752 430 455 460 332 165 300 11 G3/4 

GACCCX019MACS0 9.5 x 1.0 9.5 x 1.0 17 752 430 455 460 332 165 300 11 G3/4 

GACCCX025MACS0 9.5 x 1.0 9.5 x 1.0 20 752 430 455 460 332 165 300 11 G3/4 

GACCCX034MACS0 9.5 x 1.0 9.5 x 1.0 26 1212 430 455 920 332 265 300 11 G3/4 

GACCCX051MACS0 9.5 x 1.0 9.5 x 1.0 37 1212 430 455 920 332 265 300 11 G3/4 

GACCCX076MACS0 22.2 x 1.5 16.0 50 1672 430 455 1380 332 265 300 11 G3/4 

GACCCX098MACS0 22.2 x 1.5 16.0 60 1686 560 565 1360 406 177 400 11 G1 1/4 

GACCCX146MACS0 22.2 x 1.5 16.0 87 2366 560 565 680 406 177 400 11 G1 1/4 

GACCCX180MACS0 28.6  x 1.9 16.0 106 2377 623 755 680 406 177 400 11 G1 1/4 

GACCCX243MACS0 28.6  x 1.9 16.0 137 2377 623 755 680 406 177 400 11 G1 1/4 

GACCCX320MACS0 34.9 x 2.3 22.2 179 3377 623 755 1000 486 234 550 11 G1 1/4 

GACCCX425MACS0 34.9 x 2.3 22.2 222 4387 623 755 1000 486 234 550 11 G1 1/4 
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GACC—Pre Wired EC Fans— Air Defrost 

Dimensional Data—Medium Temperature GACC cont. 

GACC—Pre Wired AC Fans— Electric Defrost 

    Unit Dimensions (mm)       

Bitzer Stock Code 
Outlet 

Con. (mm) 
Inlet Con. 

(mm) 

Dry 
Weight 

(kg) 
L (mm) B (mm) H (mm) E F C A D K 

GACCCX016MACS1 9.5 x 1.0 9.5 x 1.0 16 752 430 455 460 332 165 300 11 G3/4 

GACCCX019MACS1 9.5 x 1.0 9.5 x 1.0 17 752 430 455 460 332 165 300 11 G3/4 

GACCCX025MACS1 9.5 x 1.0 9.5 x 1.0 21 752 430 455 460 332 165 300 11 G3/4 

GACCCX034MACS1 9.5 x 1.0 9.5 x 1.0 27 1212 430 455 920 332 265 300 11 G3/4 

GACCCX051MACS1 22.2 x 1.5 16.0 39 1212 430 455 920 332 265 300 11 G3/4 

GACCCX076MACS1 22.2 x 1.5 16.0 53 1672 430 455 1380 332 265 300 11 G3/4 

GACCCX098MACS1 22.2 x 1.5 16.0 64 1686 560 565 1360 406 177 400 11 G1 1/4 

GACCCX146MACS1 22.2 x 1.5 16.0 92 2366 560 565 680 406 177 400 11 G1 1/4 

GACCCX180MACS1 28.6  x 1.9 16.0 115 2377 623 755 680 406 177 400 11 G1 1/4 

GACCCX243MACS1 28.6  x 1.9 16.0 146 2377 623 755 680 406 177 400 11 G1 1/4 

GACCCX320MACS1 34.9 x 2.3 22.2 191 3377 623 755 1000 486 234 550 11 G1 1/4 

GACCCX425MACS1 34.9 x 2.3 22.2 243 4387 623 755 1000 486 234 550 11 G1 1/4 

    Unit Dimensions (mm)       

Bitzer Stock Code 
Outlet 

Con. (mm) 
Inlet Con. 

(mm) 

Dry 
Weight 

(kg) 
L (mm) B (mm) H (mm) E F C A D K 

GACCCX016MECS0 9.5 x 1.0 9.5 x 1.0 14 752 430 455 460 332 165 300 11 G3/4 

GACCCX020MECS0 9.5 x 1.0 9.5 x 1.0 15 752 430 455 460 332 165 300 11 G3/4 

GACCCX022MECS0 9.5 x 1.0 9.5 x 1.0 17 752 430 455 460 332 165 300 11 G3/4 

GACCCX025MECS0 9.5 x 1.0 9.5 x 1.0 18 752 430 455 460 332 165 300 11 G3/4 

GACCCX032MECS0 9.5 x 1.0 9.5 x 1.0 25 1006 560 565 680 406 177 400 11 G1 1/4 

GACCCX050MECS0 22.2 x 1.5 16.0 33 1212 430 455 920 332 265 300 11 G3/4 

GACCCX077MECS0 22.2 x 1.5 16.0 47 1672 430 455 1380 332 265 300 11 G3/4 

GACCCX101MECS0 22.2 x 1.5 16.0 66 1686 560 565 1360 406 177 400 11 G1 1/4 

GACCCX140MECS0 22.2 x 1.5 16.0 82 2366 560 565 680 406 177 400 11 G1 1/4 

GACCCX209MECS0 28.6  x 1.9 16.0 119 2377 623 755 680 406 177 400 11 G1 1/4 

GACCCX310MECS0 28.6  x 1.9 22.2 172 3377 623 755 1000 486 234 550 11 G1 1/4 

GACCCX419MECS0 34.9 x 2.3 22.2 226 4387 623 755 1000 486 234 550 11 G1 1/4 
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GACC—Pre Wired EC Fans— Electric Defrost 

Dimensional Data—Medium Temperature GACC cont. 

    Unit Dimensions (mm)       

Bitzer Stock Code 
Outlet 

Con. (mm) 
Inlet Con. 

(mm) 

Dry 
Weight 

(kg) 
L (mm) B (mm) H (mm) E F C A D K 

GACCCX016MECS1 9.5 x 1.0 9.5 x 1.0 15 752 430 455 460 332 165 300 11 G3/4 

GACCCX020MECS1 9.5 x 1.0 9.5 x 1.0 16 752 430 455 460 332 165 300 11 G3/4 

GACCCX022MECS1 9.5 x 1.0 9.5 x 1.0 18 752 430 455 460 332 165 300 11 G3/4 

GACCCX025MECS1 9.5 x 1.0 9.5 x 1.0 20 752 430 455 460 332 165 300 11 G3/4 

GACCCX034MECS1 9.5 x 1.0 9.5 x 1.0 25 1212 430 455 920 332 265 300 11 G3/4 

GACCCX050MECS1 9.5 x 1.0 9.5 x 1.0 35 1212 430 455 920 332 265 300 11 G3/4 

GACCCX077MECS1 22.2 x 1.5 16.0 49 1672 430 455 1380 332 265 300 11 G3/4 

GACCCX101MECS1 22.2 x 1.5 16.0 79 1686 560 565 1360 406 177 400 11 G1 1/4 

GACCCX140MECS1 22.2 x 1.5 16.0 86 2366 560 565 680 406 177 400 11 G1 1/4 

GACCCX209MECS1 28.6  x 1.9 16.0 128 2377 623 755 680 406 177 400 11 G1 1/4 

GACCCX310MECS1 28.6  x 1.9 22.2 184 3377 623 755 1000 486 234 550 11 G1 1/4 

GACCCX419MECS1 34.9 x 2.3 22.2 247 4387 623 755 1000 486 234 550 11 G1 1/4 
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In the interests of continuous improvement BITZER reserves the right to change the specifications or design of any of its products without notice. 

The BITZER symbol, Name BITZER and model numbers are registered trade marks.  All products manufactured are pending design and                     

specification registration and must not be copied or duplicated. 
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