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Buffalo Trident Slim Compact Evaporators (GASC) are equipped with a staggered tube system, internally grooved tubes and

specially pressed fins. Optimised fin systems and adapted pipe circuiting offer safe operation and high efficiency.

Advantages

Flat Casing
80 bar design for CO,
Little space requirement

Short delivery time with units in stock

Electric defrost, factory fitted or as a heating set for
installation by customer

Easy Mounting

Ceiling mounting brackets with slotted hole for easy
installation

Fans wired to terminal box

Empty tube for defrost sensor

Easily removable side cover

Schrader Valve on Outlet

Quick and Easy to Clean

o Hinges Drip Tray with spring lock
° Easy access to all components
° Heat exchanger can be cleaned from 3 sides
o Inner and outer trays hinged
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HACCP Hygiene Certified

All materials used are food safe

Visual inspection of entire unit possible

Support bracket flush with upper surface of casing
Corrosion resistant Aluminum alloy AIMg

Powder coating in RAL 9003

Outer Tray is thermally decoupled to prevent water
condensation

Options / Accessories

Epoxy resin coated fins

Electric defrost heater for coils and trays
AC or EC fans

Heating set for retrofitting
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BY BITZER GROUP
Explanation of BITZER Stock Code Numbering System — GASC units

GASC
Evaporator model series
010

Performance kW (1.0 kW)
LEC

Low (L) or Medium (M) Temperature AC or EC fans
S0

Electronic TXV (E) Standard (S) Air Defrost (0) or Electric Defrost (1)
Performance Data—Low Temperature
Conditions: Evap temp: -24°C, Air Temp: -18°C, Cond Temp: 45°C, SC: 5K, SH: 4K, 32 bar rating
GASC—Pre Wired single phase AC Fans— Electric Defrost
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GASCO08LACS1 GASC RX 031.1/1-60.E | 2122657E 0.8 6.0 310 900 822 7 4.5

1300 | 1671 11 4.5
1300 | 1671 11 4.6
1300 | 1574 11 7.2
2314 11 8.6
1300 | 3148 15 8.3
1300 | 5013 20 11.9
1300 | 4722 18 11.4

GASCO014LACS1 GASC RX 031.1/1-60.E | 2122657E 0.8 6.0 310
GASCO014LACS1 GASC RX 031.1/1-60.E | 2122627E 14 6.0 310
GASCO19LACS1 GASC RX 031.1/1-60.E | 2122649E 1.9 6.0 310
GASC023LACS1 GASC RX 031.1/2-60.E | 2122641E 2.3 6.0 310
GASC037LACS1 GASC RX 031.1/2-60.E | 2122633E 3.7 6.0 310
GASC042LACS1 GASC RX 031.1/3-60.E | 2122638E 4.2 6.0 310
GASCO56LACS1 GASC RX 031.1/3-60.E | 2122660E 5.6 6.0 310
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Dimension Data

Unit Dimensions (mm)
Inlet Outlet Dry Wt
Stock Code Y L B H E F C D K
(mm) (mm) (kg)
GASCO08LACS1 18 16 13 964 580 234 680 552 160 11 G3/4
GASCO14LACS1 18 16 15 964 580 234 680 552 160 11 G3/4
GASCO014LACS1 18 16 17 964 580 337 680 552 160 11 G3/4
GASCO19LACS1 18 16 19 964 580 337 680 552 160 11 G3/4
GASC023LACS1 18 16 26 1644 580 337 1360 552 160 11 G3/4
GASCO037LACS1 22 22 30 1644 580 337 1360 552 160 11 G3/4
GASC042LACS1 22 22 37 2324 580 337 2040 552 160 11 G3/4
GASCO56LACS1 22 22 42 2324 580 337 2040 552 160 11 G3/4
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Performance Data—Low Temperature

Conditions: Evap temp: -24°C, Air Temp: -18°C, Cond Temp: 45°C, SC: 5K, SH:

GASC—Pre Wired single phase EC Fans— Electric Defrost

4K, 32 bar rating
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GASCO06LECS1 GASC RX 020.1/1-60.E | 2122666E | 0.6 6.0 200 | 1 | 1500 | 408 4 0.16
GASCO09LECS1 GASC RX 031.1/1-60.E | 2122699E | 0.9 6.0 310 | 1 | 1350 | 944 8 0.3
GASCO14LECS1 GASC RX 031.1/1-60.E 2122667E 1.4 6.0 310 1 1350 | 1690 11 0.7
GASCO19LECS1 GASC RX 031.1/1-60.E | 2122692E | 1.9 6.0 310 | 1 | 1000 | 1573 | 11 0.7
GASCO028LECS1 GASCRX 031.1/2-60.E | 2122688E | 2.8 6.0 310 | 2 | 1350 | 3380 | 15 1.4
GASCO37LECS1 GASC RX 031.1/2-60.E 2122677E 3.7 6.0 310 2 1350 | 3146 14 1.4
GASCO56LECS1 GASC RX 031.1/3-60.E | 2122690E | 5.6 6.0 310 | 3 | 1350 | 4719 | 18 2.1
GASCO062LECS1 GASC RX 031.1/4-60.E | 2122701E | 6.2 6.0 310 | 4 | 1000 | 4808 | 16 1.2
Dimension Data
Unit Dimensions (mm)
Inlet Outlet Dry Wt
Stock Code v L B H E F C D K
(mm) (mm) (kg)
GASCO06LECS1 9.5 9.5 9 684 580 234 400 552 160 11 G3/4
GASCOO09LECS1 16 18 13 964 580 337 680 552 160 11 G3/4
GASCO14LECS1 16 18 18 964 580 337 680 552 160 11 G3/4
GASCO19LECS1 16 18 23 964 580 337 680 552 160 11 G3/4
GASC028LECS1 16 18 26 1644 580 337 1360 552 160 11 G3/4
GASCO37LECS1 16 22 31 1644 580 337 1360 552 160 11 G3/4
GASCO56LECS1 22 22 44 2324 580 337 2040 552 160 11 G3/4
GASCO062LECS1 22 22 57 3004 580 337 1360 552 160 11 G1-1/4
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Performance Data—Medium Temperature GASC
Conditions: Evap Temp: -4°C, Air Temp: 2°C, Cond Temp: 6°C, SC: 1K, SH: 5K, 32 bar rating

GASC—Pre Wired single phase AC Fans— Air Defrost
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GASCOO9MACSO | GASCRX 031.1/1-40.A | 1821041E 0.9 4.0 310 1 900 660 5 0.38
GASCO14MACSO | GASCRX 031.1/1-60.A | 2122645E 1.4 6.0 310 1 900 1157 8 0.38
GASC022MACSO | GASCRX031.1/1-60.A | 2122625E 2.2 6.0 310 1 1300 | 1574 11 0.42
GASC027MACSO | GASCRX 031.1/2-60.A | 2122652E 2.7 6.0 310 2 900 | 2314 11 0.76
GASC033MACSO | GASCRX031.1/2-40.A | 1821067E 3.3 4.0 310 2 900 | 1700 8 0.76
GASCO41MACSO | GASCRX 031.1/3-60.A | 2122639E 4.1 6.0 310 3 900 | 3471 14 1.14
GASCO52MACSO | GASCRX 031.1/3-40.A | 1821066E 5.2 4.0 310 3 1300 | 4320 17 1.26
GASCO65MACSO | GASCRX 031.1/3-60.A | 2122659E 6.5 6.0 310 3 1300 | 4722 18 1.26

Dimension Data

Unit Dimensions (mm)
Stock Code | M€t | Outlet | DryWt | B H E F C D K
(mm) (mm) (kg)

GASCO09MACSO | 9.5 9.5 12 964 580 234 680 552 160 11 G3/4
GASCO14MACSO 18 16 15 964 580 337 680 552 160 11 G3/4
GASC022MACSO0 18 16 17 964 580 337 680 552 160 11 G3/4
GASC027MACSO 18 16 26 1644 580 337 1360 552 160 11 G3/4
GASC033MACSO0 22 16 29 1644 580 337 1360 552 160 11 G3/4
GASCO41MACSO 22 16 37 2324 580 337 2040 552 160 11 G3/4
GASC052MACSO0 22 16 36 2324 580 337 2040 552 160 11 G3/4
GASC065MACSO 22 22 42 2324 580 337 2040 552 160 11 G3/4
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Performance Data—Medium Temperature GASC

Conditions: Evap Temp: -4°C, Air Temp: 2°C, Cond Temp: 6°C, SC: 1K, SH: 5K, 32 bar rating

GASC—Pre Wired single phase EC Fans— Air Defrost
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GASCOO6MECSO | GASCRX020.1/1-40.A | 1820998E | 0.6 4.0 200 1 | 1500 | 335 4 0.16
GASCOOSMECSO | GASCRX031.1/1-40.A | 1823674E | 0.8 4.0 310 1 | 1000 | 780 6 0.3
GASCO015MECSO GASC RX 031.1/1-40.A 1823681E 1.5 4.0 310 1 1000 | 1080 7 0.3
GASCO17MECSO | GASCRX031.1/1-40.A | 1823676E | 1.7 4.0 310 1 | 1350 | 1400 9 0.7
GASCO29MECSO | GASCRX031.1/2-60.A | 2122686E | 2.9 6.0 310 2 | 1000 | 2404 | 12 0.6
GASC036MECSO GASC RX 031.1/2-60.A 2122669E 3.6 6.0 310 2 1000 | 2554 11 0.6
GASCO52MECSO | GASCRX031.1/3-40.A | 1823664E | 5.2 4.0 310 3 | 1350 | 4200 | 14 2.1
GASCO068MECSO GASC RX 031.1/4-40.A 1823652E 6.8 4.0 310 4 1350 | 5600 19 2.8
GASC073MECSO GASC RX 031.1/4-60.A 2122661E 7.3 6.0 310 4 1000 | 4808 21 1.2
Dimension Data
Unit Dimensions (mm)
Inlet Outlet Dry Wt
Stock Code y L B H E F C D K
(mm) (mm) (kg)
GASCO06MECSO 9.5 9.5 9 634 580 234 400 552 160 11 G3/4
GASCO08MECSO 9.5 9.5 12 964 580 234 680 552 160 11 G3/4
GASCO15MECS0 16 18 14 964 580 337 680 552 160 11 G3/4
GASC017MECSO 16 18 14 964 580 337 680 552 160 11 G3/4
GASC029MECS0 16 18 25 1644 580 337 1360 552 160 11 G3/4
GASC036MECSO 16 22 29 1644 580 337 1360 552 160 11 G3/4
GASC052MECS0 16 22 35 2324 580 337 2040 552 160 11 G3/4
GASCO068MECSO 22 28 45 3004 580 234 1360 552 160 11 G1-1/4
GASCO73MECS0 22 22 52 3004 580 234 1360 552 160 11 G1-1/4
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BITZER Australia Pty Limited
134 Dunheved Circuit

St Marys, NSW 2760
Australia

AUSTRALIA
customerservice.sydney@bitzer.com.au
customerservice.perth@bitzer.com.au
Tel +61 1300 BITZER

(1300 248 937)

NEW ZEALAND
customerservice.newzealand@bitzer.co.nz
Tel +64 9415 2030

NATIONAL CUSTOMER SOLUTIONS MANAGER
Clint Atkins 0458 976 782

SUPERMARKETS
Geoff Edkins 0417 023 059
Ben Rayner 0400 576 557

WHOLESALE

Glen Stubberfield 0467 555 485
Alec Makarein 0417 488 823
Gajanan Bhalerao 0400 479 794

INDUSTRIAL
Rajkumar Gulati 0467 557 757

COMMERCIAL
Chris Georgeson 0417 489 386
Matthew Holmes 0417 246 359

NZ
Simon Hiebendaal 0273 040 157

GREENPOINT
Shannon Egan 0408 630 070

www.bitzer.com.au

In the interests of continuous improvement BITZER reserves the right to change the specifications or design of any of its products without notice.
The BITZER symbol, Name BITZER and model numbers are registered trade marks. All products manufactured are pending design and
specification registration and must not be copied or duplicated.
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