
 
 

     
 

The Ultimate Portable 
Air Conditioning Solution  
The CPR-61A commercial 
portable air-conditioning unit can 
produce an immensely powerful 
6.1 KWs of cooling capacity from 
a normal 240v power point. Its the 
perfect business and warehouse 
cooling solution. Speak to our 
helpful team for more info today. 

STANDARD 10 AMP PLUG 

Plugs into standard 10 amp 
Australian power point. 

EASY-CLEAN FILTERS 

Easily removable, washable and 
reusable multi-layer aluminium 
filter. 

TEMPERATURE CONTROL 

Simple Push Button Controls and 
Digital Temperature Display. 

 
• Simple and easy installation 
• Both cooling air ducts are 

extendable to suit different 
environments 

• Filters dust and dehumidifies 
• Great for times when temporary 

cooling is needed 
• Lockable Caster wheels allow for 

easy transport and relocation 
• Large, easy to remove and empty 

11 litre condensation tank 
• Easy Self-Diagnosis function 
• Simple Push Button Operation 

COOLING  
 
 
 

 
 

  

Model CPR61A 

Power Supply 
Cooling 

 
Capacity 

V~ / Hz / Ph 
Kw 

220-240/50/ Single 
6.1 

Input Kw 2.1 

Size: W x D x H 

Weight 

mm 

KG 

523 x 671 x 1042 

88 

Current Consumption amps 9.5 

Power Consumption kW 2.1 

Plug Type 230V / 10A 

Refrigerant Type R410A 

Operating Conditions °C 18 - 45 

Exhaust Hose Diameter mm 300 

Exhaust Hose Maximum Length mm 1500 

Application Area (room cool mode) m² 50 

Setting temperature (room cool mode) °C 18 ~ 30 

Setting temperature (spot cool mode) °C 0 ~ 30 

Cool Air Outlets 2 
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